
Micromega M-One 100 Wzmacniacz Zintegrowany Salon
Poznań Wrocław

Cena: 16 999 zł

Cena dotyczy: sztuki

Gwarancja: Polskiego Dystrybutora 2 lata

Dostępne
kolory: Czarny

NAJWAŻNIEJSZE WŁAŚCIWOŚCI

Wyjścia głośnikowe: A+B

Moc (W): 2 x 100

Wejście USB-B DAC: Tak

Przedwzmacniacz
gramofonowy: Wbudowany

Wysokość (cm): 5.6

Szerokość (cm): 35

Głębokość (cm): 43

Waga (kg): 10, 7

Wyjście subwooferowe: Nie

OPIS PRODUKTU

Micromega M-One 100 Wzmacniacz Zintegrowany 

Produkt ex-demo
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Class AB Stereo Amplifier
DAC PCM 32/768 and DSD256
DLNA
Ethernet
Bluetooth SBC and apt-X
S/PDIF and I2S digital audio inputs
Asynchronous USB input
Acoustic calibration by microphone M.A.R.S (optional)
Power: 2x100W (8 Ohms) and 2x200W (4 Ohms)
Signal-to-noise ratio: 100 dB (RCA), 103 dB (XLR) and >75 dB (phono)
Channel separation: 96 dB at 1 kHz and 80 dB at 10 kHz
Sensitivity phono input: 12 mV and 1.2 MV (MM and MC)
Line Input Sensitivity: 1.4 Vrms (RCA) and 1.7 Vrms (XLR)
Low Low Output Filter: 400 Hz
Inputs: 1x USB type B, 2x USB Type A (service), 2x HDMI I2S, 1x optical S/PDIF Toslink, 1x S/PDIF coaxial RCA, 1x
trigger, 1x XLR, 1x RCA, 1x MM/MC phono, 1x microphone,
Outputs: 1x pre-out XLR, 1x RCA box, 1x trigger, HP Terminal Blocks
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